
 
 

BMS Infinity Q50 Q60 VR30 JB4 Install Guide 

Last Updated: 5/29/2020 

 

For all 2016-2019 Infiniti Q50 and 2017-2019 Q60 3.0 turbo V6 vehicles 

 

Use subject to terms and conditions posted at http://www.burgertuning.com/terms.html 
 
NOTE TO CALIFORNIA CUSTOMERS:  
Provided with this tuner is an Executive Order (EO) self-adhesive label. This label is required in passing a smog inspection 

test. The EO label should be placed on or near the device in the engine compartment so that the smog check technicians can 

verify the EO number. Note that only the version bearing the VR30DDTT_JB4 part number carry this Executive Order 

label and a version that does not bear this part number may not be used in California. 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

http://www.burgertuning.com/terms.htm


 

1) Open hood, lock doors, and place key far enough away not to wake up the vehicle. Wait a few 

minutes for car to go to sleep. 

 

2) Remove the plastic engine cover by lifting it off. 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

3) Locate and unplug the factory TMAP sensors by pressing down the tab and sliding out the factory 

connector from the sensor. 
 

 
 

 
 

 

 



 

4) Plug in the tuner connectors to the factory sensors, and plug the factory plugs in to the tuner 

harness, completing the loop. Note the pins inside are delicate so take care when plugging the 

connectors in to ensure they seat properly. Never force in a connector and if you are having a hard 

time getting it in you can use a small screwdriver to push and align the male pins as needed so it 

inserts smoothly. 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

5) Tuck the control box under the brake booster. 
 

 
 

 

 

 

 

 



 

6) Reinstall the factory engine cover by pushing it on.  
 

 
 

 

Stage1 installation is complete!  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



JB4 Additional Directions:  

 

 

The JB4 includes an optional OBDII cable for CANbus which plugs in under the dash board and will 

be pushed through a factory grommet under the dash out in to the engine bay. The CANbus 

connection allows the JB4 to read OBDII level diagnostic information for smoother tuning and 

additional features within the JB4 mobile app such as recording engine data. 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Identify this rubber grommet from the engine bay and under the dash. Youôll use a long screwdriver 

to push the grommet out from under the dash allowing you to feed a the OBDII wire in to the engine 

bay. 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

From the inside, you may need to push aside some insulation to get a clear view of the grommet.  

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

When routed the OBDII cable will look like this. You can then push the grommet back in from the 

engine bay side. 

 

 
 

 

 

 

 



 

 

The arrow on the grommet needs to line up with the nipple on the firewall for the grommet to fully 

seat and seal over the OBDII cable. 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

The OBDII cable attaches to the JB4 connection by plugging in the harness. Ensure the clip is aligned 

with the latch for proper orientation. 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

If youôve purchased the optional JB4 mobile adapter open the enclosure and plug the 

adapter into the JB4 board directly as shown. When closing the enclosure ensure the control 

board is properly lined up and only tighten down screws once the case closes smoothly to 

avoid damaging the JB4 board. Note some older JB4 mobile adapters have a separate blue 

wire which will need to be attached to the JB4 harness via a posi-tap, refer to the video on 

the JB4 Mobile adapter page for additional directions. 

This video shows how to take apart the JB4 enclosure and plug in the adapter, and for those 

models that require it, how to attach the posi-tap to the loose blue wire: 

https://youtu.be/Q6NvtItTrUg 

 

 

 

 

 

 

 

 

 

 

 

 

 

https://youtu.be/Q6NvtItTrUg


Finally tuck the JB4 in the brake booster area under the plastic cover, you can secure it with zip ties 

or wedge it in place. 

 

 
 

 
 

 


